ANVENDELSESOMRADE: Mejerier, bryggerier, levnedsmiddelindustrien
og den kemiske industri

KAPACITET: Max. 25000 Ifh.

KONSTRUKTION: Alle dele, der kommer | berering med vaesken, er frem-
stillet af rustfrit stal (AISI 316).

Det abne lebehjul er monteret direkle pa motorens rustfri aksel.
Akseltzetningen er af den roterende, selvjusterande type med slidstaark
teetningsring.

Motoren er forsynet med.finslebel rustfri beskyttelseskappe med ventila-
tionsabninger.

Understatningen bestar af 3 rustfri rerben, hvoraf de to forreste er fos
synet med lese fundamentstappe.

TILSLUTNINGER; Sugestuts 51 mm - trykstuts 38 mm (nom. dia.).
Kan efter enske leveres med forskruninger type DS-Rdg, IDF ellerlDIN.

MOTOR: Kappekoiet 3-faset flangemotor indrettet for direkte 'start, med
isolering 0g flangedimensioner udiert efter I.E.C. standard.

ALTERNATIV UDFBRELSE: Transportabel udferelse, ellesjorsynet med
konsahicr montering pa transportvogn etc.

Speciel akséltastning efter opgave.

Hojtryksudlerelse for anvendelse som trykforegerpumpe ved modtryk
op til 12 kpfom?.

FIELD OF APPLICATION: The Dairy, Brewery, Food and Chemical Indu-
stries.

CAPACITY: Max. 25000 I/h.

CONSTRUCTION: All parts in contact with the product are made of stain-
less steel (AISI 3186).

The open type impeller is directly mounted on the stainlegs-steel shaft
&f the motor which is protected by a polished stainless steel.cover.

The pump is fitted with a rotary shaft seal with durable seatfing.

The three tubular legs are also in stainless steel. The'two front legs have
loose foundation pins for casting into the floor.

CONNECTIONS: Inlet 51 mm - Qutiet 38 mm (0. da
Available with expanded type unions to Danish.-{DF of DIN standards.

MOTOR: Flange type A.C. motor in totally génclosed fan-cooled design,
arranged for direct-on starting. The insoiation and flange dimensions
are in accordance with |.E.C. standards,

ALTERNATIVE DESIGNS: The pumg'ean be supplied in portable design
or fitted with a special bracket for bolting to trolieys etc.

Alternative shaft seals to meet sprcial requirements.

High pressure design to be used as a booster pump at heads up to
12 kpfoem?,
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